
Paints and Varnishes

ISO 11890-2:2006
 Sampling: ISO 15528

Procedure: ISO 2811; ISO 760
Precision: ISO 5725-1 and 2

Adhesives and Sealants

ASTM C 1371-04a; ASTM C 1549-04; 
ASTM E 408-71 (2002); ASTM E 903-96; 

ASTM E 1918-97; ASTM E 1980-01; 
ASTM G 7-97; ASTM D 4457-02; 

ASTM D 5116-06; 
SCAQMD Methods 302-91, 303-91, 

304-91, 316A-92 and 316B-97; 
CA/DHS/EHLB/R-174; 
U.S. EPA Method 24; 

U.S. EPA Title 40(40 CFR 51.100)

Floor Covering Products

ASTM D 5116-06
CA/DHS/EHLB/R-174

Paints and Coatings

ASTM D 4457-02; ASTM D 5116-06; 
ASTM D 6886-03; ISO 4618:2006; 

ISO 11890-1 and -2:2006; 
SCAQMD Methods 302-91, 

303-91 and 304-9;  
CA/DHS/EHLB/R-174; 

U.S. EPA Method 24 and 
Title 40 (40 CFR 51.100)

Paints and Coatings 
(Content Only) 

ISO 4618:2006

Paints and Varnishes 
(Content Only)

ISO 11890-2:2006
 Sampling: ISO 15528

Procedure: ISO 2811; ISO 760
Precision: ISO 5725-1 and 2

IAS Offers Accreditation of
Testing Laboratories and Inspection Agencies

Green Building Requirement Standards
Volatile Organic Compound (VOC) Content and Emissions of

Formaldehyde Emissions

Formaldehyde Emissions 
of Composite Wood 

and Engineered Wood Products

ASTM E 1333-9
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IAS Offers Accreditation of
Testing Laboratories and Inspection Agencies

In the fields of

Green Building Requirement Standards
Volatile Organic Compound (VOC) Limits for

Adhesives, Sealants, 
and Sealant Primers

SCAQMD Rule # 1168 Methods of Analysis: 
ASTM D 2369-07; SCAQMD Method 302; 

SCAQMD Method 303; SCAQMD Method 316A; 
and SCAQMD Method 316B

SCAQMD Rule # 1168 Test Methods: 
Air Resources Board Method 422;

and U.S. EPA Test Method 25
Performance Schools Section 01350; 
ASTM D5116-06; and ASTM D 5197

VOC Limit for Commercial Adhesives

Green Seal Standard GS-36

Paints and Coatings

Green Seal Standard GS-11 Methods of Analysis: 
U.S. EPA Clean Air Act Section 112(b) (1); 

EPA Class I & II Ozone-Depleting Substances
Green Seal Standard GS-11 Test Methods: 

 ASTM D 523-89; 
California Code Regulations, Title 22, Division 2, 

Subdivision 1, Chapter 3, Sections 1200, 
et Seq; U.S. EPA 40 CFR § 51.100 (s); 
ASTM D 7234-05; ASTM D 7073 -05; 

ASTM D 4062-99(2003); ASTM D 5894-05; 
ASTM D 1308-02(2007); ASTM D 4060-07; A

STM D 2486-06; ASTM G 151-06; 
ASTM D 522-93a (2001); ASTM D 1735-04; 

ASTM D 714-02e1; ASTM G 155-05a; 
ASTM D 2370-98(2002); 

ASTM G 21-96(2002); ASTM D 6083-05e1; 
and ASTM D 6886-03

U.S. EPA Test Method 24: 
ASTM D 1475-60; ASTM D 3792-79; 
ASTM D 4017-81; ASTM D4457-85; 

ASTM D 5403-93; 
and U.S. EPA Code of Federal Regulations 

Title 40, Part 60, Appendix A

VOC Limit for Anti-Corrosive Paints

Green Seal Standard 
GS-3 Test Methods: 
ASTM D 2805-96a; 

and ASTM D 3359-07
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IAS Offers Accreditation of
Testing Laboratories and Inspection Agencies

In the fields of

Green Building Requirement Standards
Various Other Green Building Standards, Such As

PAGE THREE

Wind Anemometer Calibration

ASTM D 5096-02; ASTM D 6011-96;
IEC 61400-12-1; ISO 177713-1; 

NIST TN 1297; ENC-C-05-66 Recycled Content of Materials

ASTM E 2114-06a

Heat Island Effect - Roofs

ASTM E 1980-01; ASTM E 408-71; 
ASTM E 903-96; ASTM E1918-97;  

ASTM C 1371-04;
 ASTM C 1549-04; ASTM G 7-97

Environmental Tobacco Smoke
ASTM E 779-03

Biobased Material Content
ASTM D 6866-04

Brownfield Redevelopment

ASTM E 1903-97

Low Emitting 
Material-Carpet System

DHS Standard Practice 
CA/DHS/EHLB/R-174 Test Methods:

The Collaborative 
for High Performance 

Schools Section 01350; 
ASTM D5116-06; and ASTM D 5197

Photovoltaic Cells, Modules, 
Assemblies, Arrays and Panels

IEC 60891; IEC 60904-1; 
IEC 60904-2; IEC 60904-3; I

EC 60904-5; IEC 60904-6; IEC 60904-7; 
IEC 60904-8; IEC 60904-9; 

IEC 60904-10; IEC 61194; IEC 61215; 
IEC 61345; IEC 61646; IEC 61702; 

IEC 61721; IEC 61730-1;
IEC 61730-2; IEC 61829; 
IEC 62108; IEC PVRS11; 

IEC PVRS11A; and UL 1703
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